
BLAST CHILLER FOR TROLLEYS, CSP-202

Blast chillers & freezers

Refrigeration

BLAST CHILLER FOR TROLLEYS, CSP-202

Interior and exterior in austenitic stainless steel of high quality. 

100 mm thick injected polyurethane insulation, 40 kg/m3 density. 

The insulation is 20 % thicker than the average used on the market, and 

providing better performance, especially for freezing, and substantial 

energy savings. 

R-404 A cooler, CFC-free. 

Removable, ventilated airtight compressor. 

Tropicalized element. 

Designed to function properly and efficiently with ambient temperatures 

of 43 ºC and humidity 65 %H. 

Airtight compressor with ventilated condenser 

Electronic temperature and defrost control, with digital indicator. 

Electronic control timer and temperature core probe. 

Alarm to avoid an opening door during a long time. 

Integrated HACCP system, with alarms and temperatures history. 

Capacity for one CEB-202 trolley, with 20 GN-2/1 levels.

Powered blast chiller model designed to reduce the temperature to +3ºC 

(chilling). 

Duration of the cycles: 

- Chilling: 90 minutes. 

A remote unit (not included) can be installed with the blast chiller 

element, and it must be ordered separately. Recommended remote unit 

for this model: UCS-1051.

Ramp in option must be ordered separately.  

In option, one printer can be integrated for HACCP data print .

Note: 

The indicated productions in the tables are calculated applying the most 

demanding protocols, using trays with mash of 4,5 cm of thickness, at 

-30 ºC temperature of evaporation, and at 38 ºC of environmental 

temperature. 

Production  by cycle: 210 Kg

Voltage: 400 V. - III - 50/60 Hz.

Dimensions: 1.700 x 1.320 x 2.220 mm.
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